OBuratenb Harley Davidson XG 750 Street Rod 2019

[Buratenb
749 cc/ 46 cub in
AvameTp ynnuHapa x Xo4 NopLuHS
85 x 66 mm
Makc. KpyTtawmin MomeHT
63.9 Nm ./ 47.2 Ib-ft @ 4000 rpm
CteneHb Cxatus
12.0:1
MNMutaHne gBuratens
Mikuni Twin Port Fuel Injection, 42 mm bore
Craptep
Electric
CucTtema Bbixsniona
Black two-into-one exhaust
Cucrtema 3axuranus
Electronic
Makc. momeHT, HMm.
63.9
Makc. KpyTSwmin MOMEHT Ha 06/MUH.
4000
TpaHcmuccunsa Harley Davidson XG 750 Street Rod 2019

MNepepaToyHble Yuncna
1st 14.272 / 2nd 10.074 / 3rd 7.446 / 4th 6.006 / 5th 5.037 / 6th 4.533
K
6 Speed
[maBHaga nepegava
Belt
Pasmepbl u macca Harley Davidson XG 750 Street Rod 2019

EmkocTtb TonnueHoro baka

13.1 Litres / 3.5 US gal

Bbicota CnaeHba

Unladen 764.5 mm/ 30.1 in

KonecHas ba3sa

1508 mm /59.4 in

HopoxHbin NpoceeT

205.7mm/8.1in.

MokpsbI BEC

234 kg / 516 Ibs

obbem macna

3.1 Litres / 3.3 US qt.
XopoBas 4yactb U Topmo3a Harley Davidson XG 750 Street Rod 2019

3agHuii Topmo3s

Singe floated disc 2 piston
3agHsasa Wuna

160/60 R17 V

MepenHue Topmosa

2X 300mm floated discs 2 piston
MepeagHsas LWnHa

120/70 R17 V

3apHas nogBecka

Dual shock absorbers with external reservoirs
MepenHsas Nogsecka

43mm upside down forks



